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TOLERANCE | FLANGES | ANSI B16.5

DESIGN FEATURES:
THREAD: BSP/NPT
CF8 (304) & CF8M (316)

90° ELBOWS BANDED EQUAL

FLANGES CAST FITTINGS

Unit: Inch

THREADED FITTINGS
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CAST FITTINGS

DESIGN FEATURES:
THREAD: NPT, BSP
CF8 (304) & CF8M (316)

DESIGN FEATURES:
THREAD: NPT, BSP
CF8 (304) & CF8M (316)

Unit: Inch Unit: InchTEES BANDED EQUAL 45° ELBOWS BANDED EQUALTEES BANDED EQUAL
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DESIGN FEATURES:
THREAD: NPT, BSP
CF8 (304) & CF8M (316)

DESIGN FEATURES:
THREAD: NPT, BSP
CF8 (304) & CF8M (316)

Unit: Inch Unit: Inch

CAST FITTINGS

UNIONS F/FSTREET ELBOWS 90° BANDED
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DESIGN FEATURES:
THREAD: NPT, BSP
CF8 (304) & CF8M (316)

Unit: Inch

DESIGN FEATURES:
THREAD: NPT, BSP
CF8 (304) & CF8M (316)

Unit: Inch

CAST FITTINGS

ROUND CAPS

HEX BUSHINGS
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Unit: Inch

DESIGN FEATURES:
THREAD: NPT, BSP
CF8 (304) & CF8M (316)

Unit: Inch

CAST FITTINGS
HEX BUSHINGS

COUPLINGS/SOCKETS
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DESIGN FEATURES:
THREAD: NPT, BSP
CF8 (304) & CF8M (316)

Unit: Inch

Unit: Inch

CAST FITTINGS

REDUCING COUPLINGS

REDUCING COUPLINGS
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DESIGN FEATURES:
THREAD: NPT, BSP
CF8 (304) & CF8M (316)

Unit: Inch

NIPPLES

Unit: Inch

REDUCING HEX NIPPLE

REDUCING HEX NIPPLE
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NIPPLES

DESIGN FEATURES:
THREAD: NPT, BSP
CF8 (304) & CF8M (316)

Unit: InchHEX NIPPLE

DESIGN FEATURES:
THREAD: NPT, BSP
CF8 (304) & CF8M (316)

Unit: InchHOSE NIPPLE


